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Sequential ionic layer adsorption and reaction
(SILAR) deposition of Bi4Ti3O12 on TiO2: an
enhanced and stable photocatalytic system for
water purification†
Gylen Odling,a Efthalia Chatzisymeonb and Neil Robertson *a
A new method to produce bismuth titanate – titanium dioxide composites by modification of a TiO2 film
deposited on a variety of different glass substrates is reported. Using a simple SILAR method, BiOBr may be
deposited upon TiO2 surfaces, which upon heating forms a closely intercalated structure of bismuth
titanate (Bi4Ti3O12, BTO) and TiO2. This new method expands the scope of the SILAR process, which is typ-
ically restricted to materials which can be formed from soluble precursors. This composite material has un-
dergone a thorough materials characterisation to confirm the absence of the BiOBr precursor, and the for-
mation of the new bismuth titanate phase. The electronic structure of the heterojunction formed has also
been investigated by valence band XPS and diffuse reflectance measurements, and a plausible band struc-
ture proposed. The immobilised composites have then been applied to the photocatalytic degradation of
organic pollutants and bactericidal testing, as well as stability tests and identification of the key reactive
species. Further photocatalytic studies have been carried out on this material in a synthetic wastewater
medium, taking a step towards application under real-world conditions.
Introduction
The availability of clean water has been identified as one of
the United Nations' global goals for sustainable develop-
ment.1 The provision of this basic resource for a rapidly grow-
ing global population poses significant challenges, namely
the extreme low cost and lack of extensive infrastructure re-
quired to be viable in the developing world. Semiconductor
photocatalysis has the potential to fit this niche well, particu-
larly when operated using freely available sunlight. Indeed, it
is often the regions of the globe worst affected by poor water
quality that have reliable sunshine over much of the year.2
Through the generation of reactive species, semiconductor
photocatalysis has been proven to be effective in the destruc-
tion of organic pollutants3 and bacteria.4,5 For this purpose,
titanium dioxide (TiO2) is a material which is subject to con-
siderable attention6,7 due to the high natural abundance of
its constituent elements in the earth's crust,8 low cost9 and
low toxicity.10 However, due to the wide band gap of 3–3.2 eV,
the use of TiO2 under solar irradiation is limited to the UV
portion of the spectrum (∼5%). In addition, recombination of
photo-generated charges has been found to be orders of mag-
nitude faster than surface reactions,11,12 causing most of the
photo-excited holes and electrons to recombine before being
able to generate any useful species. One method by which
TiO2 can be given both visible light activity and a mechanism
to allow charges to separate is to form a heterojunction with
another, narrower band gap semiconductor.13 The narrower
band gap allows excitation by visible light, and the interface
between the two materials allows charges to be separated in
space and therefore recombination is hindered. Bismuth
based semiconductors have been suggested as potential mate-
rials for this purpose due to the low cost and low toxicity of
bismuth. Of interest are the Aurivillius structured bismuth
containing semiconductors such as Bi2O3,
14 Bi2MoO6,
15
Bi2WO6 (ref. 16) and Bi4Ti3O12.
17 These materials are
characterised by their layered structure with perovskite layers
of (An−1BnO3n+1)
2− sandwiched between layers of bismuth
oxide (Bi2O2)
2+.18 Such materials have been proven to have
interesting luminescent, dielectric and ion conductive proper-
ties,19 but have rarely been combined with TiO2 for photocata-
lytic purposes to date.
While materials development is an important step in pro-
ducing high efficiency photocatalysts, of equal importance is
overcoming the implementation hurdles associated with
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photocatalytic water purification,20 which are often
overlooked in the literature.21 Particularly, the recovery of the
photocatalyst poses a problem due to the nanoparticulate na-
ture of most photocatalysts. If un-recovered, photocatalyst
losses will reduce activity, and in addition it has been found
that while materials such as TiO2 are largely regarded as non-
toxic, they may exhibit toxic effects when present at nano-
scale sizes.22 In a laboratory setting centrifugation is used to
remove materials from water post-use, which is likely to be
impossible in areas of the planet where electrification is not
available or not reliable. Therefore, immobilisation of the
photocatalyst onto an easily separable support is key in pro-
ducing a usable photocatalyst for some of the poorer areas of
the planet.
Herein is reported the formation of a composite photo-
catalyst comprised of the Aurivillius semiconductor Bi4Ti3O12
(BTO) and TiO2. Using TiO2 immobilised on glass substrates as
a basis, we apply a sequential ionic layer adsorption reaction
(SILAR) method to introduce a BiOBr precursor. Upon heating,
we have discovered that this BiOBr precursor is converted to
BTO along with the concurrent loss of Br. Recently, Zhang et al.
demonstrated a similar modification by epitaxial growth of
BTO on the anatase TiO2 [001] surface.
23 This was achieved by
hydrothermal modification of anatase with exposed [001] facets
with BiĲNO3)3. However, to date this conversion from BiOBr to
BTO has not been reported, and represents something of an
anomaly in preparation of more complex semiconductors by
SILAR. Typically, SILAR is restricted to simple binary chalco-
genides,24,25 and would not be thought of as a potential
method to prepare a titanate semiconductor due to the insolu-
bility of the titanate anion. The material formed in this manner
has undergone full characterisation, and a variety of different
photocatalytic tests as a coating on glass beads, which prove
the effectiveness of the material to be applied under conditions
found in the real world.
Experimental
Materials
Glass beads (3 mm diameter, soda-lime glass) were purchased
from Sigma-Aldrich. BiĲNO3)3·5H2O (98%) and Triton X-100
were purchased from Acros. KBr (>99.5%) and TiCl4 (>98%)
were purchased from Fluka. Acetylacetone, 4-chlorophenol
(>99%), 4-nitrophenol (>99%), potassium dichromate
(99.99%) and meat extract were purchased from Sigma-Aldrich.
(NH4)2FeĲSO4)2 (>98.5%) was purchased from Strem
Chemicals. Peptone was purchased from Scientific Laboratory
Supplies. All salts used in the preparation of the synthetic
wastewater were of reagent grade, and were purchased from Fi-
scher Chemical. Potassium bifluoride (98%) and disodium
terephthalate (>99%) were purchased from Alfa Aesar. All ma-
terials were used as received without further purification.
TiO2 suspension preparation
P25 TiO2 powder (2.5 g) was added slowly to water (14 ml)
with stirring. Acetyl acetone (0.5 ml) was then added with
stirring. Finally, Triton X-100 (5 drops) was added, the
resulting suspension was then stirred vigorously overnight
before use. The suspension was continually stirred when not
in use.
Glass bead etching
Soda-lime glass beads were added into a solution of potas-
sium bifluoride (10 mg ml−1) and left to etch for 3 days, with
occasional agitation. The beads were then rinsed thoroughly
with water, then sonicated in water for 15 minutes, followed
by rinsing with ethanol and sonication in ethanol for a fur-
ther 15 minutes. The beads were then recovered and dried at
100 °C for 30 minutes before use.
Deposition of TiO2 on glass substrates
Prior to coating with the prepared TiO2 suspension, the
beads were treated with TiCl4 (40 mM) at 70 °C for 30 mi-
nutes and then annealed at 500 °C for 30 minutes. The
etched & treated glass beads were then coated with TiO2 by
immersion of an appropriate amount of the beads in the pre-
pared suspension for 30 minutes. The excess suspension was
then drained by initially decanting and then using a syringe
to remove the last few drops. The beads were then spread on
a glass dish and heated to 100 °C for 30 minutes to dry. Care
was taken to avoid clustering of the beads during this pro-
cess, which would lead to an uneven coating. The beads were
then annealed at 500 °C for 1 hour. This process was re-
peated twice to build up a larger amount of TiO2 on the bead
surface.
To simplify some of the analytical methods used to char-
acterise the materials, standard microscope slides were
coated with the TiO2 suspension by dip-coating. The slides
were then wiped clean on one side, and allowed to dry at 100
°C for 30 min. The coated slides then annealed at 500 °C for
2 hours.
SILAR modification
The TiO2 coated glass beads were firstly packed into a stan-
dard chromatography column. Two solutions were then pre-
pared, solution A consisting of BiĲNO3)3 in water (5 mM), and
solution B consisting of KBr (5 mM) in water. Solution A was
added to the column in enough volume such that the beads
were fully immersed, and left to stand for 300 seconds. Solu-
tion A was then drained and de-ionised water was then added
and allowed to stand for 300 seconds. The water was then
drained and solution B added and allowed to stand for 300
seconds. After draining, water was finally added and allowed
to stand for another 300 seconds. This process is termed as
one SILAR cycle, and was repeated between 3 and 9 times to
give the different SILAR modified samples. Modification of
the coated microscope glass was achieved in similar fashion.
Coated substrates were dipped for 300 seconds into a beaker
containing solution A, then washed with de-ionised water for
300 seconds, then dipped into solution B for 300 seconds, be-
fore finally washing with water for a further 300 seconds. To
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convert the SILAR deposited BiOBr made using this method,
the coated glass substrates were then annealed at 600 °C in
air, for 1 hour. For comparison, a Bi2O3–TiO2 sample was also
fabricated per a slight modification to a previously reported
method.14 In brief, the KBr solution used to generate BiOBr
was switched with 1 M KOH solution, and the procedure, in-
cluding annealing, was carried out in the same way.
Material characterisation
X-ray diffraction studies were performed using a Bruker D2
phaser using Cu Kα radiation. UV-vis diffuse reflectance mea-
surements were made using a JASCO V-670 spectrophotome-
ter with an integrating sphere attachment. SEM images were
collected using a Carl Zeiss SIGMA HD VP Field Emission
SEM, operated in InLens mode with a 10 kV accelerating volt-
age. SEM-EDS measurements were made on the same instru-
ment, using an Oxford AZtec ED X-ray analysis set up. Solu-
tions for ICP-MS analysis were obtained by dissolving the
BTO or BiOBr materials in nitric acid before dilution to give
a 3 vol% HNO3 solution. ICP-MS analysis was then performed
on an Agilent 7500ce ICP-MS system. Photoluminescence
measurements were carried out using a Horiba Jobin Yvon
Fluoromax-3. A fibre optic attachment was used to measure
the film photoluminescence. TEM images and elemental
maps were captured with a FEI Titan Themis electron micro-
scope using a Super-X high sensitivity windowless EDX detec-
tor. X-ray photoelectron spectroscopy measurements were
carried out using an Al Kα X-ray source on the Scienta 300
XPS spectrometer. Analyses accompanied by an error have
been calculated based on three separate measurements.
Photocatalytic testing
The coated glass bead samples (approx. 11.5 g) were packed
into a jacketed column. 5 ml of a solution of 4-chlorophenol
(156 μM) was then added such that the beads were immersed
in the solution. The assembly was then irradiated with an un-
filtered halogen lamp (400 W, >350 nm) from the side from
5 cm away for 3 hours, keeping the temperature approxi-
mately constant at room temperature using a flowing water
jacket. The change in absorption of the solution was mea-
sured on a JASCO V-670 UV-vis spectrophotometer at 223 nm.
Between recycling tests, the beads were left to stand in de-
ionised water overnight before drying by passing N2 through
the column. Regeneration of the photocatalyst was achieved
by heating at 600 °C in air for 1 hour. Photocatalytic scaveng-
ing tests were carried out in the same way, using the same
concentration of 4-chlorophenol solution, with the addition
of tertiary butanol (50 mM), methanol (50 mM) or with the
4-chlorophenol solution being degassed by bubbling with N2
for 30 minutes prior to the test. Synthetic wastewater was pre-
pared in deionised water according to the OECD standard for
synthetic wastewater26 (peptone 160 mg l−1, meat extract 110
mg l−1, urea 30 mg l−1, NaCl 7 mg l−1, CaCl2·2H2O 4 mg l
−1,
MgSO4·7H2O 2 mg l
−1, K2HPO4 28 mg l
−1). To this solution
was introduced 4-nitrophenol (20 mg l−1), before measuring
the photocatalytic removal of the 4-nitrophenol in the same
way as used in previous tests. Degradation of 4-nitrophenol
was measured using the same UV-vis spectrophotometer as
before, using the peak at 350 nm for 4-nitrophenol. Chemical
oxygen demand titrations of the synthetic wastewater were
carried out before and after photocatalytic degradation as fol-
lows. To a sample of wastewater (5 ml) was added concen-
trated H2SO4 (20 ml) and potassium dichromate (4 mM, 25
ml). The resulting solution was swirled and allowed to stand
for 15 minutes before adding a couple of drops of ferroin in-
dicator and titrating against freshly prepared ammonium
iron sulfate solution (40 mM). A blank deionised water sam-
ple was also run in the same fashion.
Error bars were calculated by repeated measurements on
three separate samples.
Bactericidal testing
Bactericidal testing was carried out in a similar method to
the photocatalytic testing. Coated beads (approx. 11.5 g) were
packed into a jacketed column and de-ionised water spiked
with Escherichia coli (E. coli) (5 ml, 2 × 106 CFU) added such
that the beads were immersed. The assembly was then irradi-
ated with an unfiltered halogen lamp (400 W, >350 nm) from
the side from 5 cm away for 90 minutes. The standard E. coli
ATCC 23716 (American Type Culture Collection, Rockville,
MD, USA) strain was used. The freeze-dried cultures were
rehydrated and reactivated according to the manufacturer's
instructions. Viable E. coli bacteria were measured using a se-
rial dilution pour plate agar technique. Serial dilutions of the
reaction solution were performed in sterile aqueous solution
and 200 μL of each dilution (including neat sample) were
pipetted and spread onto Brilliance E. coli/coliform agar
(Oxoid) plates, a selective culture medium. The plates were
incubated at 37 °C for 20–24 h before viable counts were
determined.
Results and discussion
TiO2-Bead preparation and SILAR processing
Glass beads were chosen as a substrate as they can fill any
container effectively, and are therefore more applicable than,
for example, a flat glass plate. The general fabrication process
for the coated bead samples is given in Fig. 1A. The beads
are first etched to provide a roughened surface to which TiO2
particles are well adhered. Once roughened, a TiO2 coating is
applied by firstly treatment with a solution of TiCl4, and then
immersion in a suspension of TiO2 according to a standard
literature procedure.27 BiOBr SILAR is then carried out by
packing the TiO2 coated beads into a column and sequen-
tially passing solutions of BiĲNO3)3 and KBr through as
shown in Fig. 1B. This SILAR process was repeated between 3
and 9 times to give different amounts of the BiOBr precursor,
which after a final annealing step gave BTO–TiO2 coated
beads. The samples will henceforth be named N× BTO, where
N is the number of SILAR cycles used upon the beads. While
the beads were used exclusively for the photocatalytic testing,
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much of the analysis requires a flat surface to be carried out,
therefore the same process was applied to microscope slides
for some of the analytical measurements.
X-ray diffraction
X-ray diffraction (XRD) traces of the pristine TiO2 and BTO–TiO2
samples are given in Fig. 2A. Due to P25 being the source of
TiO2 used, a mixture of anatase and rutile phase TiO2 was found
in the pristine TiO2 sample. Upon SILAR modification and
annealing, a variety of new peaks appeared, which can be
assigned to the orthorhombic Aurivillius structure of BTO
(JCPDS card #35-795). These peaks were found to increase in
intensity as the number of SILAR cycles increased, correspond-
ing to the formation of larger amounts of BTO. Two major peaks
were observed at 2θ values of 30.2 and 33.0 corresponding to
the [171] and [200] planes of BTO respectively.28 Other bismuth
titanate phases such as Bi2Ti2O7 and Bi12TiO20 have been previ-
ously reported, however peaks for these phases29,30 were not ob-
served, indicating a single pure phase of Bi4Ti3O12. Further
smaller peaks were also observed, and assigned as shown in
Fig. 2A. For comparison, XRD traces of a BiOBr–TiO2 sample (9×
BiOBr) before annealing and a Bi2O3 sample (9× BO) prepared
by a previously reported SILAR method14 were measured as
shown in Fig. 2B. The prepared BTO–TiO2 was found to share
no peaks with the BiOBr and Bi2O3 comparison materials, indi-
cating that the preparation method used to generate BTO is in-
deed forming a distinct phase. The intensity of the major TiO2
peaks were found to decrease on increased number of SILAR cy-
cles, indicating the conversion of some TiO2 into BTO. Interest-
ingly, certain TiO2 peaks were observed to decrease more than
others. The intensity of the [101] anatase peak at a 2θ value of
∼25.4° was around one half the area for the 9× BTO sample
compared with the pristine TiO2 (Fig. S1, Table S1†). Conversely,
the area of the main [110] rutile peak at ∼27.5° and the smaller
[101] peak at ∼36.1° were found to be largely unaffected (Fig. S2
and S3, Tables S2 and S3†). A very small decrease was noted for
the anatase [200] peak at 48.1° (Fig. S4, Table S4†). All other ob-
served peaks were found to be unaffected by the formation of
BTO (Fig. S5†). Therefore, it can be concluded that BTO is being
formed mostly from the [101] plane of anatase TiO2. It is known
that the [101] surface is the most thermodynamically stable facet
of anatase, with many studies having been undertaken to inves-
tigate reactivity on this facet.31 We propose that BTO has formed
with the consumption of titanium from anatase surfaces of this
facet predominantly due to preferred deposition of the BiOBr
precursor on this facet. These findings contrast with the obser-
vations of Zhang et al., who used a hydrothermal modification
of Bi onto anatase with exposed [001] facets.23 In their study, it
was concluded that BTO would not form on the anatase [101]
facet, and would preferentially form on their exposed [001] facet
due to lattice matching. Zhang et al. were however unsuccessful
Fig. 1 A) General fabrication procedure for BTO–TiO2 coated beads B)
SILAR processing details for BiOBr precursor modification.
Fig. 2 A) XRD traces of samples modified with different numbers of SILAR cycles B) comparison between the BiOBr precursor (9× BiOBr), the
previously reported bismuth oxide (9× BO) and bismuth titanate (9× BTO).
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in using their hydrothermal method to deposit BTO on P25,
which they concluded was due to the mismatch of BTO with the
exposed anatase [101] facet in P25. In this work, it has been
demonstrated that it is indeed possible to grow BTO from this
facet when using our SILAR BiOBr/thermal annealing route. In
addition, the crystallinity of the BTO material formed in this
route is significantly higher than that demonstrated by Zhang
et al.,23 a factor which has been demonstrated to be very signifi-
cant in photocatalysis.32,33
Electron microscopies
The surface of the TiO2 and BTO–TiO2 modified beads was
investigated using scanning electron microscopy (SEM), ex-
ample images of which are given in Fig. 3A and B. Images of
the etched glass beads are given in the ESI† (Fig. S6).
A porous network of particles could be observed with parti-
cle sizes of around 20–30 nm for the pristine TiO2 sample.
Upon modification with BTO, the particles appear to increase
in size somewhat to ∼50–100 nm, and the gaps between the
particles widen significantly. No obvious interface between the
BTO and TiO2 materials was observed however at this magnifi-
cation. Energy dispersive X-ray spectroscopy (EDS) was used to
identify the elements present in the coatings (Fig. 3C). A clear
increase in Bi concentration was found as the number of SILAR
cycles was increased, corresponding to larger amounts of BTO
in the structure. No indication was found of any Br, indicating
the complete conversion of BiOBr to BTO by annealing.
Transmission electron microscope (TEM) elemental map-
ping was used to characterise the distribution of bismuth in
the composite (Fig. 3D). The distribution of Bi in the material
was found to be inhomogeneous, with some particles
appearing completely converted to BTO, while others
contained little bismuth. The origin of this was investigated
by examination of the BiOBr–TiO2 precursor (Fig. S7†). BiOBr
was observed to have been deposited as nanoflakes on the
TiO2 surface, a typical morphology for bismuth
oxyhalides.34,35 However, many particles were devoid of BiOBr
material, and it is therefore likely that the areas of high Bi
concentration after annealing correspond to areas in which
the BiOBr nanoflake precursor had grown.
ICP-MS analysis
To prove the conversion of BiOBr to BTO on heating, an
acidic leach solution was prepared from the films. The Br
Fig. 3 A) SEM images of the pristine P25 TiO2 coated bead surface B) SEM image of the 9× BTO coated bead surface C) bismuth atom%
concentration as measured by SEM-EDS on the BTO modified samples D) TEM high angle annular dark field image of the 7× BTO material and cor-
responding Bi elemental map.
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content in the leach was then quantified by inductively
coupled plasma mass spectrometry (ICP-MS) (Fig. 4). Before
annealing in the 9× BiOBr sample, large quantities of Br were
found, whereas after annealing the Br has completely left the
structure. Small quantities of Br appear to remain; however,
these were also found to be present in the blank, indicating
that they do not originate from the sample. This result is in
keeping with the SEM-EDS, indicating the complete conver-
sion of BiOBr to BTO on heating.
X-ray photoelectron spectroscopy
X-ray photoelectron spectroscopy (XPS) analysis was used to
characterise the various chemical states of the elements pres-
ent in the composite (Fig. 5). 7× BTO (Fig. 5A) displayed clear
peaks at binding energies typical for Bi3+ 4f electrons at 159.8
and 165.1 eV, corresponding to the s = 5/2 and 7/2 spin states
respectively in good agreement with previous reports for BTO.36
The Ti4+ region (Fig. 5B) of the composite is somewhat compli-
cated by overlapping of the Bi 4d and Ti 2p peaks resulting in a
broad band between ∼460–470 eV, but is in keeping with previ-
ous reports for Ti 2p states in BTO.37 O1s region scans (Fig. 5C)
show a single asymmetric peak at 530.3 eV, with a slight shoul-
der toward higher energy which can be assigned to the pres-
ence of surface adsorbed oxygen containing species and surface
terminal oxygen atoms.38 In accordance with the SEM-EDS and
ICP-MS results, no peaks due to Br were observed in the survey
scan (Fig. S8†). XPS spectra for a blank TiO2 sample as well as
carbon region scans used for calibration are included in the
ESI† (Fig. S9 and S10†).
Optical properties
To investigate the light absorbing properties of the materials,
UV-visible diffuse reflectance spectra were measured and
converted into the corresponding Tauc plots (Fig. 6A). Mod-
est shifts into the visible were noted for the BTO modified
samples, which were quantified using the following relation-
ship:
where FĲR) is the absorption obtained from the Kubelka–
Munk function, h is Plank's constant, ν is the frequency of
the incident light, A is a constant and Eg is the band gap.
The band gaps obtained by extrapolation of the linear portion
of the Tauc plots are summarised in Table 1.
Two values were clearly obtainable for the pristine P25
TiO2 sample, due to the presence of both anatase and rutile,
with nominal band gaps of 3.1 eV and 3 eV respectively. The
BTO modified samples all exhibited approximately the same
band gap of around 2.96–2.98 eV, within the range of values
reported previously for the Bi4Ti3O12 phase of BTO.
39 While
this value does not constitute a great deal of visible light
harvesting (2.96 eV = 419 nm), it is important to note that
upon lowering the band gap, there is less driving force to
produce reactive species for water purification. Fundamen-
tally low band gap materials give high light harvesting, but
may be poor photocatalysts for water purification due to the
low energy of photoexcited charges, leading to an inability to
form the highly reactive oxygen species needed for full
mineralisation.40
Photoluminescence (PL) measurements are a common
method used to investigate the degree of charge separation
in heterojunctions.41,42 Upon excitation of the TiO2 at 325
nm, the PL spectra of the prepared materials were measured
(Fig. 6B). Broad PL signals were observed from 355 nm to 550
nm for all the samples, with the BTO–TiO2 heterojunctions
generally exhibiting lower PL intensity over this range. This
can be indicative of lower charge recombination. However, it
is important to note that lowered PL intensity in the range
that BTO absorbs may in fact be due simply to re-adsorption
of emitted photons by BTO, and not separation of charges.
This has often been overlooked in previous reports,43–45 and
should be considered. Therefore, in this work the Tauc plot
of 7× BTO has been overlayed with its PL spectrum. A general
decrease in PL intensity across the entire emission is ob-
served, however it should be noted that emission above
∼2.98 eV should not be relied upon due to the effect of re-ab-
sorption. Nevertheless, the PL intensity below the BTO band
gap energy is also lowered, and as such there is some separa-
tion of charges occurring across the BTO–TiO2 interface.
Photocatalytic testing
Photocatalytic water purification tests were run in a jacketed
column type reactor packed with the sample coated beads as
detailed in the ESI† (Fig. S11). To avoid any photo-
sensitisation which may occur when using a dye molecule as
a model pollutant,46 the destruction of colourless
4-chlorophenol (4CP) was chosen as a metric for photo-
catalysis. Photocatalytic tests against dyes, while often suc-
cessful, should always be accompanied with a test such as
this. In addition to photosensitisation, it is also possible to
simply oxidise/reduce certain dyes to colourless molecules,47
Fig. 4 Br content of the precursor, and annealed material determined
by ICP-MS.
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and incorrectly assume degradation. Before irradiation, dark
adsorption experiments were carried out (Fig. S12†). Overall
degradation efficiency (DE) was calculated for the prepared
materials on 4CP as shown:
where C is the concentration of 4CP after 3 hours irradiation
and C0 is the initial concentration of 4CP. The DE of the ma-
terials on 4CP under irradiation with a 400 W halogen lamp
is shown in Fig. 7A. DE was observed to be higher for the
BTO modified materials than the pristine TiO2 sample, with
the greatest activity exhibited by the sample derived from 7
SILAR cycles, achieving ∼75% DE during the 3 hours of
illumination.
While direct comparisons with the photocatalytic results
of others are difficult, it should be noted that a previous in-
vestigation by Zhang et al. on the photocatalytic activity of
BTO–P25 composites yielded no activity at all.23 It was con-
cluded that this was due to an inability for BTO to form on
the anatase [101] facet under hydrothermal conditions. Using
the SILAR/thermal annealing route described here however it
appears that it is possible for BTO for form on this facet, and
give good photocatalytic activity.
As the composite with the best activity, 7× BTO was cho-
sen for further studies. An important property for the viability
of a photocatalyst system is the ability to re-use the photo-
catalyst materials. An advantage of using an immobilised sys-
tem is the ease of which this can be carried out. To test this,
the photocatalytic degradation of 4CP was measured by suc-
cessive photocatalytic tests, with a fresh solution of 4CP on
each run (Fig. 7B). Slight losses of activity were observed after
the first run, but remained stable on subsequent runs. It was
found that the activity could be returned to the original level
by using a calcination process to regenerate the photocatalyst
beads. This could be due to inhibition of the photocatalyst
surface by degradation products, which can be removed by
calcination. Regeneration of the photocatalyst by this method
was found to be effective in extending the photocatalyst activ-
ity up to at least 60 hours.
Fig. 5 XPS scans of the A) Bi 4f region B) Ti 2p and Bi 3d region C) O 1s region.
Fig. 6 A) Tauc plots derived from diffuse reflectance measurements B) photoluminescence plots of 7× BTO and P25 TiO2 overlayed with their
corresponding Tauc plot.
Table 1 Band gaps
Sample Band gap (eV)
TiO2 A: 3.12(7), R: 3.04(7)
3× BTO 2.98(3)
5× BTO 2.97(6)
7× BTO 2.95(8)
9× BTO 2.98(2)
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To investigate the effect of interfering contaminants and
to move toward a more realistic system, the activity of 7×
BTO was tested upon 4-nitrophenol in synthetic wastewater
(Fig. 8A). It was found that using synthetic wastewater as a
medium had no effect on the photocatalytic activity of 7×
BTO, displaying similar degradation efficiency (∼75%) as in
a deionised water medium. The ability of photocatalysts to
handle relatively highly contaminated water and retain good
degradation activity in this way is key in moving away from
somewhat artificial tests against single model contaminants
in de-ionised water, and as such is an important assessment
of a photocatalytic materials applicability.
To gain an insight into the degree of complete mineralisa-
tion, as opposed to initial degradation, chemical oxygen de-
mand (COD) measurements were made on samples of syn-
thetic wastewater before and after photocatalytic treatment
(Fig. 8B). While 7× BTO displayed a clear improvement over
the TiO2 control, it was noted that the COD removal was sig-
nificantly lower than the degradation tests on 4CP/4NP mea-
sured by absorption spectroscopy, only achieving 30% DE
rather than 75%. It is commonly found that COD and similar
measurements such as total organic carbon (TOC) lag behind
the degradation measured by absorption spectroscopy48–50
Fig. 7 A) Photocatalytic degradation of 4CP by the coated bead samples after 180 minutes B) recycling test of 7× BTO on 4CP, each run
consisting of 180 minutes irradiation.
Fig. 8 A) Photocatalytic degradation of 4NP in a synthetic wastewater medium after 180 minutes irradiation B) photocatalytic COD reduction of
synthetic wastewater in 180 minutes of irradiation.
Fig. 9 Viable colony counts in the initial contaminated water sample,
and after photocatalytic treatment.
Catalysis Science & TechnologyPaper
O
pe
n 
A
cc
es
s A
rti
cl
e.
 P
ub
lis
he
d 
on
 1
5 
Ja
nu
ar
y 
20
18
. D
ow
nl
oa
de
d 
on
 0
6/
02
/2
01
8 
14
:5
9:
09
. 
 
Th
is 
ar
tic
le
 is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
Co
m
m
on
s A
ttr
ib
ut
io
n 
3.
0 
U
np
or
te
d 
Li
ce
nc
e.
View Article Online
Catal. Sci. Technol., 2018, 8, 829–839 | 837This journal is © The Royal Society of Chemistry 2018
due to the destruction of the chromophore being usually
several oxidation steps removed from full mineralisation.51
This type of mineralisation study is often overlooked in much
of the literature, where simple decolourisation tests are
favoured, but should be carried out to ascertain whether
mineralisation of the pollutant in question is being achieved.
Bactericidal testing
E. coli is a Gram-negative bacterium often used as an indica-
tor of bacterial content in drinking water.52 To investigate
the bactericidal activity of the prepared photocatalyst beads,
the destruction of E. coli was measured (Fig. 9). After 90
minutes, almost complete removal of viable colony forming
units (CFU) was observed for the 7× BTO sample, while in the
unmodified TiO2 sample around 40 times the number of
CFU remained. It has been proposed that photocatalytic bac-
tericidal activity works by oxidative damage to the cell wall4,53
and modifications to bacterial DNA54 by reactive oxygen spe-
cies reducing the ability of bacteria to form viable colonies.
Rapid destruction of E. coli is an encouraging sign of bacteri-
cidal activity; however, it should be noted that as a Gram-
negative bacteria E. coli is more susceptible to destruction
using advanced oxidation processes than Gram-positive bac-
teria.55 Previous work has demonstrated that under the same
conditions Gram-negative bacteria take significantly longer
to be de-activated than Gram-positive.56 We suggest that the
BTO–TiO2 system affects rapid deactivation of E. coli, but
would warn against assuming such efficient bactericidal ac-
tion against other micro-organisms.
Mechanistic studies
To probe the mechanism of photocatalytic activity a series of
scavenging tests were carried out on 4-chlorophenol.
tert-Butanol, methanol and degassing with nitrogen were
used to scavenger for hydroxyl radicals,57 holes58 and to study
the effect of electron transfer to dissolved oxygen59 respec-
tively (Fig. 10A). It was found that tert-butanol reduced the
photoactivity to around 40%, while the addition of methanol
almost completely stopped the photocatalytic reaction. This
would suggest that the mechanism involves both hole driven
production of hydroxyl radicals and direct oxidation of the
model pollutants by holes. Degassing with nitrogen to re-
move dissolved oxygen from the solution also reduced the
photoactivity to around 45%, indicating that electron transfer
from the composite to oxygen is key in the degradation
mechanism. Hydrogen peroxide and hydroxyl radicals60 may
be formed via the superoxide ion resulting from electron
transfer to oxygen. It is likely that without oxygen in the
Fig. 10 A) Key reactive species determination by scavenger tests on 4CP after 180 minutes irradiation B) hydroxylation of disodium terephthalate
by photocatalytically produced hydroxyl radicals in 120 minutes irradiation.
Fig. 11 Proposed mechanism for photocatalysis on BTO–TiO2
nanocomposites, including electron transfer viability and ROS
generation.
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solution a combination of loss of these reactive species and
increased recombination results in a reduced degradation
efficiency.
Hydroxyl radicals, due to their high oxidising power and
fast reaction rates approaching the diffusion limit40,61 are key
in the mineralisation of organic pollutants and the destruc-
tion of bacteria. A common strategy to prove the production
of hydroxyl radicals is to monitor the hydroxylation of so-
dium terephthalate to the fluorescent 3-hydroxy sodium
terephthalate.62 After 2 hours of irradiation of a solution of
sodium terephthalate with TiO2 and 7× BTO samples a
photoluminescence peak at 425 nm typical of 3-hydroxy so-
dium terephthalate was observed (Fig. 10B). While both TiO2
and 7× BTO produced hydroxyl radicals, the yield of the hy-
droxylated product was found to be ∼3 times higher on 7×
BTO compared to TiO2. This finding is in accord with the
scavenging tests, indicating that hydroxyl radicals are in-
volved in the photocatalytic degradation mechanism.
According to values calculated in the literature, the BTO
and TiO2 valence bands lie at 2.92 eV (ref. 37) and 2.86 eV
(ref. 63) on the hydrogen scale respectively. Using these
values, and the band gaps determined by diffuse reflectance
measurements, it is possible to propose a band alignment di-
agram, and a plausible mechanism (Fig. 11). Accordingly, a
driving force of 160 mV exists for holes to migrate from BTO
to TiO2, allowing transfer of photogenerated holes and subse-
quent direct oxidation of pollutants, or formation of hydroxyl
radicals. Photogenerated electrons on the anatase portion of
P25 TiO2 also have a driving force to transfer to BTO/rutile
TiO2, however once there they lie below the potential re-
quired for electron transfer to oxygen. It can be concluded
that BTO is acting in this capacity as an electron sink, simi-
larly to the traditional model of electron transfer on P25.56
Given that removal of oxygen from a test solution somewhat
abated the photocatalytic efficiency however, it can be con-
cluded that not all photoexcited electrons in the anatase con-
duction band are transferred to BTO/rutile, and that some
electrons are trapped as superoxide ions.
Conclusions
A sequential ionic layer adsorption reaction method and ther-
mal annealing has been investigated as a new way to produce
bismuth titanate on titanium dioxide surfaces. This route is
previously unknown in the literature, and demonstrates that
SILAR may be used to generate more than simple binary chal-
cogenides. This material has been immobilised on glass
beads as a support, and applied to a variety of different
photocatalytic tests. The TiO2–BTO system has been found to
be effective on molecular organic targets, providing high deg-
radation and a degree of mineralisation, as well as photocata-
lytic bactericidal properties. In addition, steps have been un-
dertaken to test the real-world applicability of the system,
including its recyclability, and the effect of testing in a syn-
thetic wastewater medium on the degradation efficiency.
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